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Note: Tools you may need: 3/16ò and 5/32ò allen wrenches, small phillips-head screwdriver, 

hack saw, dremel or metal file. 
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There are 4 easy steps to setting up your FreeWheel to fit your wheelchair: 

1. Determine whether you need a cup shim? (page 1) 

2. Does it need a straight shim and if yes, what thickness? (page 2) 

3. Should you use a short or long rear end? (page 3) 

4. Adjusting the angle based on how high your footrest is from the floor and whether 

it is angled. (page 4) 
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Check which footrest type you have and decide whether or not it needs a cup shim. 

 

 

 

 

 

 

 

 

 

 

2 Tube: YES, you need a cup 

shim. Make no change and go 

to STEP 2. 

2 Tube with Plate:  YES, you need a cup shim. 

Make no changes and go to STEP 2. 

Clamp Plate: NO, you do no need a cup shim. 

REMOVE CUP SHIM using small phillips ï

head screw driver to remove screws and  

GENTLY pry plastic cup shim out. Go to 

STEP 2. 
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There are 3 separate straight shims with your FreeWheel package. Your foot rest type 

determines which shim to use, or whether you do NOT need a shim. 

2 Tube:  

Thick Straight Shim 

2 Tube with Plate:  

Thinnest Straight Shim 

Clamp Plate:  

NO Straight Shim 

1.  Insert straight shim into dove-tail feature found in clamp base.  

2.  Rear end should be removed. 
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